72 - DISPOSITIVI ANTICADUTA | 72 - FALL PROTECTION
ACCESSORI | ACCESSORIES

Descrizione
Description

CORDINO DI COLLEGAMENTO MT1,5 C/2/MOSCH ~ N.1 AUTOM + N.1

PER PONTEGGI

IT|

Cordino di trattenuta a trefoli con doppio moschettone
alle estremita, lunghezza 1,5 m. Conforme: EN 354.

J
Normativa

Standard UM %
EN 354 NU 1

EN|

1,5 m stranded restraint lanyard with double carabiner.
Conforms to EN 354.

Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed
esperienze attuali. Non possono comunque implicare una garanzia ne una responsabilita da
parte nostra circal utilizzo dei nostri prodotti, non essendo le condizioni diimpiego sottoil nostro
controllo. Salvo errori tipografici. E vietata la riproduzione anche parziale di questa scheda.

FIP ARTICOLI TECNICI Srl

viale Regione Veneto, 9 | 35127 Padova | ltaly
T +39 049 8992211 | F +39 049 8701069
info@fipitaly.com | www.fipitaly.com

We have made every effort to ensure that details and information given in this data
sheet are accurate at the time of issue but give no guarantees as to the accuracy
or completeness of such information nor liability by our part regarding the use of the
products. No part of this publication may be reproduced or transmitted in any form or
by any means including photocopying and recording, without our written permission.
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