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81 - TUBI IN GOMMA | 81 - RUBBER HOSES
ACQUA INDUSTRIALE, ARIA E FLUIDI NON CORROSIVI | WATER, AIR AND NON-CORROSIVE FLUIDS

Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed 
esperienze attuali. Non possono comunque implicare una garanzia nè una responsabilità da 
parte nostra circa l’utilizzo dei nostri prodotti, non essendo le condizioni di impiego sotto il nostro 
controllo. Salvo errori tipografici. É vietata la riproduzione anche parziale di questa scheda.

We have made every effort to ensure that details and information given in this data 
sheet are accurate at the time of issue but give no guarantees as to the accuracy 
or completeness of such information nor liability by our part regarding the use of the 
products. No part of this publication may be reproduced or transmitted in any form or 
by any means including photocopying and recording, without our written permission.
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TUBO G FIP-PADOVA/10 100 3 9 Media/
Forte 300 4,3 MT 2/3/4/6/8 120

TUBO G FIP-PADOVA/10 120 3 9 Media/
Forte 360 5,35 MT 2/3/4/5 120

TUBO G FIP-PADOVA/10 150 3 9 Media/
Forte 450 6,61 MT 2/3/4/5/6 120

TUBO G FIP-PADOVA/10 200 3 9 Media/
Forte 800 12,23 MT 2/3/4/5 120

TUBO G FIP-PADOVA/10 250 3 9 Media/
Forte 1000 17,20 MT 2/4/6 120

TUBO G FIP-PADOVA/10 300 3 9 Media/
Forte 1200 21,80 MT 2/4/6 120

I VALORI RIPORTATI SONO RIFERITI AD UNA TEMPERATURA DI +18°C | THE DATA ARE REFERRED TO A 
TEMPERATURE OF +18°C

IT|
Tubo per aspirazione e mandata di acqua industriale 
ed altri fluidi non corrosivi.Sottostrato nero liscio in 
gomma sintetica, spirale acciaio incorporata, inserzioni 
tessili ad alta tenacità, copertura in gomma sintetica 
resistente alle intemperie, all’ozono ed all’abrasione. 
Superficie esterna nera ondulata ad impressione di 
tela. Normalmente fornito in pezzature d’impiego con 
manicotti alle estremità. Temperatura di esercizio: 
-30°C +85°C. Altre dimensioni, lunghezze e colori sono 
realizzabili su richiesta.

EN|
Hose for water, industrial water and non corrosive 
fluids suction and delivery. Black, smooth synthetic 
rubber inner layer. Embedded steel wire helix, 
high tensile synthetic plies. Black, synthetic rubber 
outer layer weather, ozone and abrasion resistant, 
corrugated with textile finish. On stock in different 
working lengths, with cuffs. Temperature range: -30°C 
+85°C. Other dimensions, lengths and colors available 
on request.

FIP-PADOVA/10


