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Caratteristiche/Features Regulations UM Tolerances Values —o—
Colore/Color miele/honey —
Durezza/Hardness ASTM D2240 Shore A3 +5 45 é )\ A
Peso specifico/Specific weight DIN 53479 glcm?® +0,03 1,1 {
Carico di rottura/ Tensile strength ASTM D412C M Pa min 16
Allung. a rottura/Efong. At break (solo parte gomma-just rubber) ASTM D412C % min >500
Resistenza a lacerazione/ Tearing resistance ASTM D624B N/mm min 40 —
Resistenza all'abrasione/Abrasion resistance DIN 53516 mm? max %
Invecchiamento/Aging A Durez /Hard. ASTM D573 Shore A3 max +5 —
Tluido/fluid ararair A C.Rott/Tens.Sir. % max -40 QJ_
tempo/time 72h A All.Rott/Elong.B. Y% max -40 =
temperatura/femperature 70°C A Volume/Volume %Yo max Y
Invecchiamento/Aging A Durez.fHard. ASTM D471 Shore A3 max -5 g
fluido/fiuid acqua/water | A C.Rott./Tens.Sir. % max —
:
tempo/time 72h A AllRott /Elong.B. % max —
temperatura/femperature 50°C A Volume/Volume % max +5 —
Temperatura/Temperature max - min Min Max %
in aria/air ASTM D573 2 -40 +83
in olio/oif ASTM D471 °C no
in acqua/water ASTM D471 °C +85 EE
Note: 1MPa=102Kg/lcm® 1 N/mm = 1,02 Kg/cm N
Dimensioni lastre/Sheet sizes »’K
Spessoref?m’ckness mm Altezza rotolo/Roll height mm i
da/from 1,5 a/to 10 1400
qe-Y
A
O
IT| EN|
Lastra a base di gomma naturale producibile in Natural rubber sheet that can be supplied in
diversi colori con buone caratteristiche meccaniche, different colors. It has good mechanical features,
idonea per impieghi ove siano richieste caratteri- suitable for applications where elasticity and soft-
stiche di elasticita e morbidezza. Altre dimensioni ness are needed. Other sizes can be supplied on
fornibili su richiesta. request.
Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed We have made every effort to ensure that details and information given in this data
esperienze attuali. Non possono comunque implicare una garanzia ne una responsabilita da sheet are accurate at the time of issue but give no guarantees as to the accuracy
partenostra circal'utilizzo deinostri prodotti, non essendole condizionidiimpiego sottoil nostro or completeness of such information nor liability by our part regarding the use of the
controllo. Salvo errori tipografici. E vietata la riproduzione anche parziale di questa scheda. products. No part of this publication may be reproduced or transmitted in any form or

by any means including photocopying and recording, without our written permission.
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