Caratteristiche/Features Standard U.M. Valori/Values
Peso/Weight Kg/m3 1200
Isolamento/U-Value W/m2°K 5,61
Resist. all'urto/Impact strength DIN 53453 kJ/m2 >30
Trasmissione Luce/Light Transmission
Trasparente/Clear DIN 5036 % > 87
Bronzo/Bronze DIN 5036 % >53
Opale/Opal DIN 5036 % >32
Resistenza alla temperatura
Temperatura d'impiego/Work. Temp. | & -20 +100
Comportamento al fuoco/Fire performances
Francia/France M2
Germania/Germany DIN 4102 B1
Italia/Italy CSE RF CL. 1
GB/UK BS476: Part 6 1=7.5, i=2,5
GB/UK BS476: Part 7 €l 1
IT| EN|

Dotato di un alto grado di trasparenza e di una
eccellente resistenza meccanica (& infrangibile), il
PC-policarbonato trova applicazione come prote-
zioni industriali, coperture edili ed impieghi estetici
e illuminotecnici. Si lavora e si incolla facilmente. Si
piega a freddo.

Il nostro PC standard & dotato di protezione ai raggi
UV su ambo i lati ed & ideale per essere utilizzato
all'esterno. | colori tipici sono trasparente e fume.

Formati standard mm:
3050x2050
6110x2050

Altri colori e misure disponibili su richiesta.
Su richiesta anche in versione ALV=alveolare.

PC-polycarbonate is highly transparent and has an
excellent mechanical resistence (it is unbreakable).
It is therefore used for industrial securities, building
coatings, aethetic uses and illuminating enginee-
ring.lt can be easily processed and glued. It can be
bent when cold.

Our standard PC has UV protection on both sides
and it is ideal for outdoor use. Typical colors are
transparent and smoked.

Standard sizes mm:
3050x2050
6110x2050

Other colors and sizes available on request.
Version ALV=hollow is also available on request.
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Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed
esperienze attuali. Non possono comunque implicare una garanzia ne una responsabilita da
parte nostracircal'utilizzo deinostri prodotti, non essendo le condizioni diimpiego sottoil nostro
controllo. Salvo errori tipografici. E vietata la riproduzione anche parziale di questa scheda.

FIP ARTICOLI TECNICI Srl

viale Regione Veneto, 9 | 35127 Padova | Italy
T +39 049 8992211 | F +39 049 8701069
info@fipitaly.com | www.fipitaly.com

We have made every effort to ensure that details and information given in this data
sheet are accurate at the time of issue but give no guarantees as to the accuracy
or completeness of such information nor liability by our part regarding the use of the
products. No part of this publication may be reproduced or transmitted in any form or
by any means including photocopying and recording, without our written permission.
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