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82 - TUBI TECNOPLASTICI | 82 - TECNOPLASTIC HOSES
RETINATI | TEXTILE REINFORCED HOSES

Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed 
esperienze attuali. Non possono comunque implicare una garanzia nè una responsabilità da 
parte nostra circa l’utilizzo dei nostri prodotti, non essendo le condizioni di impiego sotto il nostro 
controllo. Salvo errori tipografici. É vietata la riproduzione anche parziale di questa scheda.

We have made every effort to ensure that details and information given in this data 
sheet are accurate at the time of issue but give no guarantees as to the accuracy 
or completeness of such information nor liability by our part regarding the use of the 
products. No part of this publication may be reproduced or transmitted in any form or 
by any means including photocopying and recording, without our written permission.
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Descrizione
Description

P Es. bar
Working Press. Bar

Peso g/m
Weight g/m UM

TUBO P RET. TWIST   1/2”     RT.DA MT.15 12 145 NU 1
TUBO P RET. TWIST   1/2”     RT.DA MT.25 12 145 NU 1
TUBO P RET. TWIST   1/2”     RT.DA MT.50 12 145 NU 1
TUBO P RET. TWIST   5/8”     RT.DA MT.15 11 180 NU 1
TUBO P RET. TWIST   5/8”     RT.DA MT.25 11 180 NU 1
TUBO P RET. TWIST   5/8”     RT.DA MT.50 11 180 NU 1
TUBO P RET. TWIST  3/4”      RT.DA MT.15 9 280 NU 1
TUBO P RET. TWIST  3/4”      RT.DA MT.25 9 280 NU 1
TUBO P RET. TWIST  3/4”      RT.DA MT.50 9 280 NU 1
TUBO P RET. TWIST 1”         RT.DA MT.25 7 430 NU 1
TUBO P RET. TWIST 1”         RT.DA MT.50 7 430 NU 1
TUBO P RET. TWIST 1”1/4      RT.DA MT.25 6 540 NU 1
TUBO P RET. TWIST 1”1/4      RT.DA MT.50 6 540 NU 1

I VALORI RIPORTATI SONO RIFERITI AD UNA TEMPERATURA DI +18°C | THE DATA ARE REFERRED TO A 
TEMPERATURE OF +18°C

IT|
Tubo in PVC flessibile a 6 strati resistente agli 
agenti atmosferici con rinforzo interno magliato in 
fibra poliestere, non si attorciglia, interno bianco 
antialga atossico ed esterno giallo coprente con riga 
longitudinale blu, esente da piombo e da cadmio. 
Impiego: mandata acqua per floricoltura, agricoltura, 
edilizia e nautica. Fattore di sicurezza: 1÷3. 
Temperatura impiego: -10°C +60°C.

EN|
Weather resistant 6-layers PVC hose, lead free and 
cadmium free, with polyester reinforcement. Torsion-
free construction. White, non toxic tube, anti-algae. 
Yellow cover with longitudinal blue stripe. For water 
delivery and for floriculture, agriculture, building sites, 
boat yards. Safety factor: 1÷3. Temperature range: 
-10°C +60°C.

RETINATO TWIST


