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81 - TUBI IN GOMMA | 81 - RUBBER HOSES
PRODOTTI ABRASIVI | ABRASIVE MATERIAL

Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed 
esperienze attuali. Non possono comunque implicare una garanzia nè una responsabilità da 
parte nostra circa l’utilizzo dei nostri prodotti, non essendo le condizioni di impiego sotto il nostro 
controllo. Salvo errori tipografici. É vietata la riproduzione anche parziale di questa scheda.

We have made every effort to ensure that details and information given in this data 
sheet are accurate at the time of issue but give no guarantees as to the accuracy 
or completeness of such information nor liability by our part regarding the use of the 
products. No part of this publication may be reproduced or transmitted in any form or 
by any means including photocopying and recording, without our written permission.
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Descrizione
Description

P Es. Bar
Working 

Press. bar

P Scoppio 
Bar

Bursting 
Press. bar

Aspirazione 
Bar

Vacuum bar

Peso nom. 
kg/m

Weight 
kg/m

R. min. 
curv. mm
Bending 

radius mm
TUBO G RISUK 200X234 3 12 0,9 15,4 600
TUBO G RISUK 250X286 3 12 0,9 22,7 800

IT|
Tubo corrugato per forte aspirazione di prodotti 
abrasivi di grossa granulometria. Struttura che 
garantisce un’ottima resistenza al taglio ed alle 
sollecitazioni meccaniche in corrispondenza di bracci 
meccanici degli escavatori a risucchio. Sottostrato 
liscio in gomma nera conduttiva, spirale metallica 
incorporata fra inserzioni di fibre sintetiche ad alta 
resistenza e trecce di rame per la dissipazione 
dell’elettricità statica. Copertura in gomma nera 
conduttiva, resistente all’abrasione ed agli agenti 
atmosferici. Superficie ondulata ad impressione tela. 
Temperatura di esercizio: -30 +70°C.

Note: Valore di abrasione < 40 mm3. L’utilizzatore 
è tenuto, anche in suo interesse, ad effettuare 
una periodica manutenzione preventiva del tubo, 
soprattutto quando le condizioni di servizio prevedono 
impieghi gravosi e/o il trasferimento di materiali 
aggressivi. In ogni caso, quando si riscontrano segnali 
che possono far prevedere una riduzione della 
funzionalità del tubo/manichetta, è bene provvedere 
alla sostituzione del prodotto o almeno ad una 
accurata verifica.

EN|
Heavy duty mandrel built suction and delivery hose. 
Especially developed for suction of  abrasive products 
of large particle size. The structure of the hose 
provides excellent resistance to cutting and mechanical 
stresses in correspondence of mechanical arms of the 
suction excavators. Black,  smooth conductive rubber 
inner layer, high tensile textile plies, steel spiral and 
a/s copper wires. Black, conductive, corrugated rubber, 
weather and abrasion resistant outer layer. Fabric 
impression. Working temperature: -30 +70°C.

Note: Abrasion value < 40 mm3. The end user, in 
his own interest, must carry out a periodic preventive 
maintenance of the hose, mainly when the service 
conditions foresee heavy duty application or the 
trasnfer of aggressive materials. In any case, when 
there are signs that may foresee a reduction of 
functionality of the hose, it is important to arrange 
the substitution of the product or at least an accurate 
verification of the hose.
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