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81 - TUBI IN GOMMA | 81 - RUBBER HOSES
PRODOTTI ABRASIVI | ABRASIVE MATERIAL

Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed 
esperienze attuali. Non possono comunque implicare una garanzia nè una responsabilità da 
parte nostra circa l’utilizzo dei nostri prodotti, non essendo le condizioni di impiego sotto il nostro 
controllo. Salvo errori tipografici. É vietata la riproduzione anche parziale di questa scheda.

We have made every effort to ensure that details and information given in this data 
sheet are accurate at the time of issue but give no guarantees as to the accuracy 
or completeness of such information nor liability by our part regarding the use of the 
products. No part of this publication may be reproduced or transmitted in any form or 
by any means including photocopying and recording, without our written permission.
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Descrizione
Description

Misure
Sizes UM

TUBO G SPIRALSABBIA/M 8 da 2” a 24” mt.

I VALORI RIPORTATI SONO RIFERITI AD UNA TEMPERATURA DI +18°C | THE DATA ARE REFERRED TO A 
TEMPERATURE OF +18°C

IT|
Tubo per mandata e leggera aspirazione di 
calcestruzzo, sabbia, ghiaia ed altri prodotti abrasivi. 
Sottostrato nero liscio in gomma ad elevata resistenza 
all’abrasione, inserzioni tessili ad alta tenacità, 
spirale acciaio incorporata, copertura in gomma 
sintetica resistente alle intemperie, all’ozono ed 
all’abrasione. Superficie esterna nera ondulata ad 
impressione di tela. Su richiesta viene realizzato 
con superficie esterna nera liscia ad impressione di 
tela. Normalmente fornito in pezzature d’impiego con 
manicotti alle estremità. Temperatura di esercizio 
-30+70°C.

Note: Norme: ISO 1307. L’utilizzatore è tenuto, 
anche in suo interesse, ad effettuare una periodica 
manutenzione preventiva del tubo, soprattutto quando 
le condizioni di servizio prevedono impieghi gravosi 
e/o il trasferimento di materiali aggressivi. In ogni 
caso, quando si riscontrano segnali che possono far 
prevedere una riduzione della funzionalità del tubo/
manichetta, è bene provvedere alla sostituzione del 
prodotto o almeno ad una accurata verifica.

EN|
For delivery and medium suction of abrasive materials 
such as concrete, sand, gravel etc. Black, smooth 
rubber tube highly abrasion resistant. High tensile 
synthetic plies. Embedded steel wire helix. Black, 
synthetic rubber cover weather, ozone and, abrasion 
resistant, corrugated with textile finish. Usually 
supplied with soft ends. Also available on request 
with smooth, textile finish cover. Temperature range: 
-30°C to +70°C. Other dimensions, lengths, colors and 
pressures available on request.

Note: According to ISO 1307. The end user, in his 
own interest, must carry out a periodic preventive 
maintenance of the hose, mainly when the service 
conditions foresee heavy duty application or the 
trasnfer of aggressive materials. In any case, when 
there are signs that may foresee a reduction of 
functionality of the hose, it is important to arrange 
the substitution of the product or at least an accurate 
verification of the hose.
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