TAPPETO PVC BOLLINATO

IT|

Tappeto a rotoli in PVC, eterogeneo multistrato
con superficie in rilievo a bollo, utilizzato per
pavimentazioni. Ottimo comportamento alla
fiamma (reazione al fuoco: Bfl secondo
EN 13501-1:2009).

L'assemblaggio dei diversi componenti avviene
mediante calandratura a caldo ad alta pressio-
ne.

Il tappeto, per la posa in opera, viene appoggia-
to su un supporto incombustibile o incollato con
collante di tipo acrilico.

COMPOSIZIONE: 100% PVC
PESO TOTALE: 2 Kg/mq
SPESSORE TOTALE: 1,4 mm

DIMENSIONI STANDARD: mt 1x25 - 2x25

COLORI: Azzurro, grigio, nero, rosso, verde.
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Mat in rolls made of PVC, heterogeneous and
multi-layer with stamp-raised surface, used

for floorings. Excellent flames behaviour (fire
reaction: Bfl according to EN 13501-
1:2009).

The assembly of the different components takes
place by hot calendering at high pressure.

The mat, for the installation, is placed on a non-
combustible support or glued with acrylic adhe-
sive.

COMPOSITION: 100% PVC
TOTAL WEIGHT: 2 Kg/mg

TOTAL THICKNESS: 1,4 mm
STANDARD SIZES: mt 1x25 - 2x25

COLORS: Light blue, grey, black, red, green.
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Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed
esperienze attuali. Non possono comunque implicare una garanzia ne una responsabilita da
parte nostracircal'utilizzo deinostri prodotti, non essendo le condizioni diimpiego sottoil nostro
controllo. Salvo errori tipografici. E vietata la riproduzione anche parziale di questa scheda.
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FIP ARTICOLI TECNICI Srl

viale Regione Veneto, 9 | 35127 Padova | Italy
T +39 049 8992211 | F +39 049 8701069
info@fipitaly.com | www.fipitaly.com

We have made every effort to ensure that details and information given in this data
sheet are accurate at the time of issue but give no guarantees as to the accuracy
or completeness of such information nor liability by our part regarding the use of the
products. No part of this publication may be reproduced or transmitted in any form or
by any means including photocopying and recording, without our written permission.
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