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Le informazioni contenute in questa scheda sono basate sulle nostre conoscenze ed 
esperienze attuali. Non possono comunque implicare una garanzia nè una responsabilità da 
parte nostra circa l’utilizzo dei nostri prodotti, non essendo le condizioni di impiego sotto il nostro 
controllo. Salvo errori tipografici. É vietata la riproduzione anche parziale di questa scheda.

We have made every effort to ensure that details and information given in this data 
sheet are accurate at the time of issue but give no guarantees as to the accuracy 
or completeness of such information nor liability by our part regarding the use of the 
products. No part of this publication may be reproduced or transmitted in any form or 
by any means including photocopying and recording, without our written permission.
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Descrizione
Description

P es. bar
Working 

pressure bar

Asp. mm/
H₂O

Suction mm/
H₂O

R curvatura 
mm

Bending 
radius mm

Peso g/m
Weight g/m UM

TUBO P TERMOVEN/150°C./NERO       51 SPC 2,6 5100 24 360 MT 4
TUBO P TERMOVEN/150°C./NERO       63 SPC 2,4 4500 31 485 MT 4
TUBO P TERMOVEN/150°C./NERO       76 SPC 2,2 4200 38 580 MT 4
TUBO P TERMOVEN/150°C./NERO       89 SPC 2 3900 44 690 MT 4
TUBO P TERMOVEN/150°C./NERO      102 SPC 1,9 3400 52 770 MT 4
TUBO P TERMOVEN/150°C./NERO      127 SPC 1,4 2300 69 925 MT 4
TUBO P TERMOVEN/150°C./NERO      152 SPC 1,2 1600 75 1200 MT 4
TUBO P TERMOVEN/150°C./NERO      203 SPC 0,7 850 101 1650 MT 4
TUBO P TERMOVEN/150°C./NERO      254 SPC 0,5 650 150 2090 MT 4
TUBO P TERMOVEN/150°C./NERO      305 SPC 0,3 450 200 2550 MT 4

I VALORI RIPORTATI SONO RIFERITI AD UNA TEMPERATURA DI +18°C | THE DATA ARE REFERRED TO A 
TEMPERATURE OF +18°C

IT|
Tubo flessibile colore nero realizzato con doppio strato 
di tessuto in fibra di vetro spalmato neoprene, spirale 
interna in acciaio armonico coperta e cordoncino 
esterno in fibra di vetro. Impiego: aspirazione e 
mandata di aria fredda, calda e gas di scarico motori. 
Comprimibile assialmente fino al 30% dell’estensione 
massima. Normativa antifiamma: Classe M1 (UNE 
23723-90) CL-VO (UL24). Temperatura impiego: -50°C 
+150°C (punte). Altre dimensioni sono realizzabili su 
richiesta.

EN|
Black color, flexible hose made of two layers of glass 
fiber impregnated with neoprene rubber incorporating 
a galvanized steel spiral and an external  glass fiber 
string. For cold and hot air and for exhaust gases 
suction and delivery. Can be axially compressed up to 
30% of the length. Temperature range: -50°C +150°C 
(max. point). Classe M1 (UNE 23723-90) CL-VO 
(UL24). Other sizes available on request.

TERMOVEN/150 SPC


